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Specifications are subject to change without notice. 

This single axis controller is designed to command the forward and reverse functions of a motorized vehicle. 
Our joystick is both robust and reliable. Full safety is guaranteed by a signal redundancy. 
 

 

 

Specifications  
       

→ Single axis with forward, reverse and neutral 
positions 

→ Custom‐made S slot  
→ Angular sensor with Hall effect 
→ Neutral and reverse position magnetic contactless 

sensor 
→ Friction hold 
→ Optional electronic power board 

 

 

SINGLE AXIS CONTROLLER ‐  [ F.N.R. ] 

  DESCRIPTION 

  OVERALL DIMENSIONS  

  CONNECTIONS 
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•  Equivalent level SIL2 
•  Double angular sensor  
•  Neutral and reverse position double signal 

 

 
Cardboard packaging 
 
   

CONNECTORS  DESIGNATIONS 

C1 
Connector 6 pts DTM4‐6P + 0,5 m cable (3.70’’)

  

1  +5V Sensor A 

2  Signal Sensor A 

3  Ground Sensor A 

4  +5V Sensor B 

5  Signal Sensor B 

6  Ground Sensor B 

C2  Connector 8 pts DTM4‐8P + 0,5 m cable (3.70’’) 

1  +12‐24V Reverse Sensor 

2  +12V Forward / 0V Reverse 

3  +12V Reverse / 0V Forward 

4  Reverse Ground Sensor 

5  Forward Ground Sensor 

6  0V Center / +12V Non Center 

7  +12V Non Center / 0V Center 

8  +12‐24V Center Sensor 

  SAFETIES 

  PACKAGING 



 

 TECHNICAL SPECIFICATIONS SINGLE‐AXIS CONTROLLER 

 

 

DISTRIBUTOR : FD‐GROUPS America Inc. 
2265 Roswell Rd. Suite 100 
Marietta, Georgia 30062 ‐ USA 

Tel: 770 509 2298 
sales@fd‐groups.com  
www.fd‐groups‐america.com  Last update : 08/17/2015 

 
 

    3
 

 
 

 
 

 

 

 

 

 

 

 

 

Material and surface treatment: 
‐ Steel flange clamp with white zinc treatment 
‐ Molded casing in zamak 
‐ Steel axle 
‐ Steel screws 
‐ Bronze brake calipers  
‐ Steel fork with white zinc treatment 

 
Protection index : IP 54 

 

 

This board enables the command of a hydrostatic 
controlled pump.  
 

 Dongle for setting from a PC 

 Programming help PC interface  

 Programmable outlet signal 

 Custom‐made slot on casing (T, L, S…) 
 

 

  OPERATING CURVE 

  CONSTRUCTION SPECIFICATIONS:

  AVAILABLE OPTIONS

0,5 

2,5 


