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Specifications are subject to change without notice. 

 

 

 Belt conveyor speed display 

 Pressure display 

 Proportional control valve 

 Close door safety sensor 

 

If proportional advancement flow (PAF): 

 Advancement display 

 Manual control 

 Simple mode regulation PAF type by density 

 Area meter 

 Working time hourmeter 

 

   

Specifications 

 

→ Maximum permissible input voltage:  

12V (24V upon request) 

→ Maximum permissible input current:  

10A 

→ Spreader and belt conveyor speed 

advancement display 

 

SPREADER CONTROL UNIT 

  DESCRIPTION 

4 Touch keys 



 

 TECHNICAL SPECIFICATIONS SPREADER CONTROL UNIT  

 

 

DISTRIBUTOR : FD‐GROUPS America Inc. 
2265 Roswell Rd. Suite 100 
Marietta, Georgia 30062 ‐ USA 

Tel: 770 509 2298 
sales@fd‐groups.com  
www.fd‐groups‐america.com  Last update : 08/17/2015 

 
 

    2
 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Connector  Designation 

C1  Input plug 3 pins Cobo

C2  Straight electrical mount 9 pins 

C3  Straight electrical plug 9 pins 

C4  Sealing cap with cord for plug 9 pins 

C5‐C6‐C7‐C8‐C9‐C10  Female DEUTSCH connectors 2 pins ‐ gray 

  OVERALL DIMENSIONS 

  CONNECTIONS 

  MAN‐MACHINE INTERFACE 
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4 Touch keys 
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Material and surface treatment: 

 Aluminum casing with black epoxy paint 

 Steel flange with black cataphoresis 

 Steel brackets with black epoxy paint 

 Lexan front facing 

 Distributor housing Steel E36 brackets 

 Polycarbonate distributor housing 

 

Shock‐resistant housing compliant with: 

 IP 54 

 
 

 Customizable front facing 

 Individual labelling 
   

Element  Designation 

A1  Display 2x12 characters 

I1  Single‐pole switch On/Off Ø12 (1.65’’) 

I2  Single‐pole switch On/On Ø12 (1.65’’) 

I3  Female connector DEUTSCH 2 pins grey 

I4 I5  Single‐pole switch Mom/Off/Mom Ø12 (1.65’’) 

P1  Potentiometer 4.7K 

  CONSTRUCTION SPECIFICATIONS

  IDENTIFICATION 
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 Display : 
‐ Advancement speed 
‐ Conveyor speed in % 
‐ Working area 
‐ Belt conveyor accumulated distance 

 

 Sensors and features 
‐ Door safety 
‐ Safety of vertical beaters 
‐ Door level 
‐ On/Off 
‐ Manual 
‐ Motor sensor 
‐ BF 
‐ Proportional advancement flow (PAF) 
‐ Bottom normal direction 
‐ Reverse motion 
‐ Door climbing up/down 
‐ Hood climbing up/down 

‐ Area meter 

 

Available in different models.  

Simple model upon request. 

 

 

 

 

Cardboard packaging 

 

  FEATURES 

  PACKAGING 


